
A small, light and portable tester.

Touch pad

Large , high-contrast dot matrix LCD with backlight

Custom conversions for uncommon materials

USB  data interface and free PC software

Wireless test report printing

Conforms to the Standard ASTM A956 , DIN 50156 .

Features

Specifications
± 6 HL

HRC, HRB, HB, HV, HSD, Mpa

320*240 LCD  with backlight

Touch screen

All directions

D, G, DC, C, D+15,DL

500 measured value

USB 

Wireless Mini-printer

Li-Ion Battery, Rechargeable(1800mAh)

130*87*28mm(display unit)

Approx.240g

Accuracy

Scales

Display

Key Pad

Impact Direction

Impact Device

Data Storage

Data Port

Printing

Power

Dimensions

Weight

Standard Block

EBK-HLD-M

Surport Ring Kit

EAK-HL-SR1

EON119k1000
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Standard Block

EBK-HLD-L

EON119d0002 EON119d0003

650±20HLD 520±20HLD

Impact Device

EHL-DC

EON110a0000

Impact Device

EHL-C

EON110C0000

Impact Device

EHL-DL

EON110L0000

Compact Device

EHL-G

EON110G0000

Impact Device

EHL-D+15

EON110b0000
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D           Steel & Cast Steel

746HLD

53.8  HRC

X:  749 HLD

S:      5 HLD Times
2

Impact Device
Type 

Materials

Hardness 
Value

Battery  Indicator

Impact  Direction

Conversion 

Impact  Counter

Statistic:
Mean

Range
Backlight

Menu Button
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Mikrometry Instrument Limited

https://www.mikrometry.com

Package

DoHP200 Portable Hardness Tester
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